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1 easyE4 Firmware V2.02 

1.1 Supported devices 
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1.2 Updating the firmware  

http://www.eaton.eu/software/Firmware Updates/easy

http://www.eaton.eu/software/OS Updates/easy

 

certutil.exe -hashfile <ZIP-file> SHA256 > my_hash.txt  

certutil.exe -hashfile easyE4_UPDATE_OS_V130.zip SHA256 > my_hash.txt  



1.2.1 Firmware update base device (hardware revision 08) 

 

 

 

1.2.1.1 Firmware update base device HW revision 08 - via device menu 
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1.2.1.2 Firmware update base device (hardware revision 08) - via SD card 
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1.2.2 Firmware update expansion and communication devices 
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1.3 Legal disclaimer 

  



1.4 Important changes in easyE4 Firmware V2.02 

1.4.1 SD card project – Device restart when loading big projects 

1.4.2 SD card project – Automatic program start 

1.4.3 SD card project – Error code 33154 

1.4.4 SD card project – improved password protection 

1.4.5 Web Client: Datalog export depends on selected language 



2 Release notes of previous firmware versions 

2.1 Important changes in easyE4 Firmware V2.01 

2.1.1 FB DL - Data logger 

2.1.2 FB T - Timing relay 

2.1.3 FB AV - Average Calculation 

2.1.4 FB RC - Real-time Clock 

2.1.5 Missing diagnostic message when using DCF77 

2.1.6 Web Client 

2.1.6.1 Stability of web client connections when using Apple Safari 

2.1.6.2 Special characters - Email groups, device name, domain name and Email username 

2.1.6.3 Parameter list confirmation box 

2.1.6.4 Diagnostic ID18 description 

2.1.6.5 Missing translations added 



2.1.6.6 Entering values in parameter list 

  



2.2 New features in easyE4 firmware V2.00 

2.2.1 Support for new hardware revision 08 

 
 
 
 
 

2.2.1.1 New Hardware and its implications  

 
o 
o 



 
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o 

o 
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2.2.2 Important changes in easySoft 8 

 
 
 
 

2.2.2.1 Hints on backward compatibility 

 
 
 

2.2.2.2 Support for easyProtocol V2 

2.2.3 TLS certificate 



eaton.com/easyE4RootCertificate

2.2.4 Support for CORS in webserver 

https://www.eaton.com/flash/eaton/json-api/Default.htm

2.2.4.1 http OPTIONS method 

$ curl -X options http://192.168.178.32/api -i 

HTTP/1.1 204 No Content 
Server: easyE4 
Access-Control-Allow-Methods: GET, POST 
Access-Control-Allow-Headers: Content-Type, Authorization, Content-Length 
Access-Control-Allow-Origin: * 
Access-Control-Allow-Private-Network: true 

$ curl -X options http://192.168.178.32/api -i 

HTTP/1.1 403 Forbidden 
Server: easyE4 

$ curl -X options http://192.168.178.32/int/index.html -i 



HTTP/1.1 200 OK 
Content-Type: text/html; charset=utf-8 
Server: easyE4 

2.2.5 Optional expansion modules 

2.2.6 FB RE: support for linked markers in recipes 

  



2.2.7 FB D: support double size digits to display values 

2.2.8 FB AL: Support for operands in e-mail message 

 



 

 

 

 



2.2.9 FB DL: Logs can be downloaded in RUN 

2.2.10 New firmware update procedure 

2.2.11 System event logging - new log entries 

 



 

2.2.12 System parametrization via SD card 

 



 
 
 
 
 

Display Language=0 
Brightness1=80 
Brightness2=70 
Timeout Brightness=30 
Timeout start graphics=1 
updatefw=1 
updatefile:E4_V200.fw 
Color=3 

2.2.12.1 Display language 

 

2.2.12.2 Display brightness 1 and 2 

2.2.12.3 Timeout for brightness switch 



2.2.12.4 Start graphics timeout 

2.2.12.5 Firmware update 

updatefw=1 
updatefile:<file name> 

 

2.2.12.6 Color scheme setting 

 
 
 
 
 
 



2.2.13 Web Client Features 

2.2.13.1 Compatibility of web client with recent versions of web browsers  

  



2.2.13.2 FB DL log files accessible through the web client 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



2.2.13.3 Miscellaneous features  

 

  

 

 
 



2.3 Important changes in easyE4 Firmware V2.00 




